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OHQO® SPRING CHECK VALVE

OHO?

VALVES SYSTEM

Class 125 Spring Check Valve, Screwed Cap Integral Seat, Metal Piston Design,

Threaded Ends to BS21 or NPT.
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| = —j Cap Bronze
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— | —{5) Body Bronze
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l ; { Model 904
: _I_ % Pneumatic pressure test:
g : $ 6 kg/em? (Air Under Water)
£ : = 200 psi W.0.G. Non-Shaock.
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Model 904 Dimensions (mm)
( SIza {lmh] %’1 %1! 1:I'I 11&” 1%“ 2!! mﬁ 1
H |Height 43.50 5350 5950 6150 73 79 86
W | Width 32 42 47 B0 &7 83.80 106
D |Flow Way 15 20 25 a0 40 50 B5

OH(Q® DOUBLE CHECK VALVE

Class 125 Double Check Valve, Male x Female Threaded
Design provides Cost and Installation Space Savings.

Dimensions (mm)

" )
vaestze  (chromePlated) "
D | Flow Way 8.50 13 Model 707
Pneumatic pressure test: 6 Kg/em?®
H | Length 48 53 (Air Under Water)
200 psi W.O.G. Non-shock
|NO. PART MATERIAL |
1 O-Ring EFDM
(2| Spring Stainless Stesl
3| Plunger Plastic
4 O-Ring EPDM
5| Housing Plastic
i 6 Guide Plastic
Bf -- 7 Body Bronze
¥ {¥"Chrome Platad)
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OHO?

VALVES SYSTEM

0H0® SPRING CHECK VALVE

Class 125 Spring Check Valve, One-Piece Body, Male x Female Threaded Ends to BS21.
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Headloss (Bar)

Model 906
1 LA LA A7 | Prneumatic Pressure Test:
- el 5 o 6 kg/em? (Air Under Water)
ol L1l - LIt - - 200 psi W.0.G. Non-Shock
Max. Working Temperature:60° C
Max. Working Pressure: 10 Bar

Flow Rate (Litre/Minuta)

12 Housing Plastic

3 Spring Stainless Steel
| 4 Plunger Plastic
-5 O-Ring EPDM

y (NO. PART MATERAL |
L—{1) Body Bronze or Brass
I

)

Dimensions (mm)
| Size (Inch) W w  1* 1w 1w 2 |
| H|Height 29 39 4750 49 59 7250 |
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0H0® DUAL PLATE CHECK VALVE

* Resilient Seat
* Fusion Bonded Epoxy Coating
* Standard to BS 5155

2008/08 Edition Printed Catalog

Hydro-Pressure Test:
24 Bar (Body)
18 Bar (Seat)

Pressure Rating: PN 16
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Model 9011
|NO. PART MATERIAL |
-1 Body Ductile Iron with Fusion
Bonded Expoxy Coating
2 Disc Stainless Steel 304
3 Stem Stainless Steel 410
-4 | Spring Stainless Steel 304
- 5 Washer PTFE
B Nut Stainless Steel
7 Seat EPDM
Dimensions (mm)

Size ]
DN D D1 D2 L R t
50 107 65 40 43 27 18.40
65 127 B0 B0 46 as 19.80
80 142 94 70 64 42 27.70
100 162 17 88 64 50 27.70
150 218 171 134 76 7 31.60
200 273 224 182 89 10250 32.90
250 328 265 220 114 125 50.50
300 378 310 260 114 146 43.30
350 446 360 298 127 170 45.50
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